‘These articles and information is brought to you by The 1937 and 1938 Buicks Club, For more information please 
contact us at; 


bhup://autos.groups.vahoo.com/group/1937and1938Buicks! 
WWW. 1937and1938Buicks.com 


-- Warning Notice -- 


It the mission and goal of 1937 and 1938 Buicks Club is to provide information, helpful hints, advice, directions and 
reference information for the repair, maintenance, authentic restoration and knowledge development in regards to 
1937 and 1938 Buick’s, Content is offered as informational only. 


‘The 1937 and 1938 Buicks Club does not knowingly accept false or misleading content or advertising, Nor does The 
1937 and 1938 Buicks Club assume any responsibility for the consequences that may occur should any such material 
appear. 


‘The 1937 and 1938 Buicks Club does not guarantee the quality of any information which is included in this or any 
other publication, Under no circumstances shall The 1937 and 1938 Buicks Club be liable for any damages, losses, 
or injuries resulting from use reliance on the content of this or any other publication, Any reliance on this or any 
other publication content is at your own risk 


Asa precautionary measure, The 1937 and 1938 Buicks Club strongly recommends that you contact a professional 
‘mechanic or restoration shop to check your work or answer specific questions 


-- Copyright Notice -- 


All rights reserved. All documents and publications on The 1937 and 1938 Buicks Club web site or that can be down 
loaded from The 1937 and 1938 Buicks Club web site are protected under both U.S. Federal copyright law and 
international treaties. No component of this site, including text, images and computer code, may not be reproduced 
or copied in any form or by any means-~electronic, graphic, digital or mechanical, including photocopying or 
information storage & retrieval systems-without the express prior written permission of The 1937 and 1938 Buicks 
Club. 


NOTICE 


READ THIS !! 


If there is a RED X on the outside cover, 


your membership has EXPIRED !! 


PAY UP !! NOW 


Fill out membership form inside & mail today 


To those who have paid... 
THANKS for your support. 
We're STILL RUNNING STRONG! 
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Vol. Ill, No.2 


William E.Olson, editor, 842 Mission Hills Lane, Worthington, Ohio 43085 


I take it that the message on page 1 is sugficiently clear. Ad of the first 
week of October, there were some 350 members of this Club; however, of this 
number onty 90 had paid, jfneluding 14 new members. | In other words, 748 of the 
members have not paid. "1 didn't much want to devote a whole page to another 
dunning, but decided 1 needed to make sure the message would be seen. It 
appears that severat people with whom I've spoken on corresponded recently just 
didn't know they were supposed to renew. 1 thought this had been made clear ad 
tong ago as the Juty issue, and uas surprised, but Lt <s sfowey dawning on me 
that some peopte just eyebake the ads and ignore the rest. 


The first issue 0f Volume IIT (September) was sent out to each member, 
irrespective of whether he had paid on not, on the assumption that he would 
renew, This issue <8 sent out on the same assumption, It should be plain, 
however, that this policy cannot be continued unless renewal payments arc made. 


The next issue will not be sent to anyone whose renewal payment has not 
been regetved by November TS. Moreover, since there % a certain crreductble 
minimum cost for printing, 24 there is any substantial reduction in the number 
of members, the size and format of the Buetetin may well have to be changed for 
the worse, beginning with next issue. Tn addction, a minimum of 200 copies <s 
necessary’ for bulk mailing. So, if Less than 200 members renew in this category, 
the dues structure would have to be changed also. 


Elsewhere herein you will sind an Index to Volume 11, sent to me by Glenn 
Seymour (#345) of Potsdam, New York. Many of you may recake that a similar 
index was done gor Volume'I. 1 had on my bist of "Things to Do" to ask Glenn 
if he woutd do Vokume II, but begore I even got around to that, the index 
appeared! Things Like this neatly make the Editor's day. In fact, it is 
Glenn's wife who compétes the index, as the year goes along. The gratitude of 
all members and Editor is hereby heaped on both Mx. and Mas. Seymour. 


Previous issues of thés publication have contained various attusions to 
the spelling capabétities of the Former Editor, who, in some correspondence 
with me, pretended to be greatly offended by this. ‘In truth, 1 am very grategul 
that a tradition of misspelling was well-established before 1 took over, since 
the September issue contained at Least three such googs, in no wise attributable 
to Mr. Lewis. In furtherance of this great tradition, 1 sotemnty pledge that 
eoch ishew of this Buletin wil contane at Leest one speting mésteak. 
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& Founded by Dave Lewis in 1980 3 


1938 66C 
Ben Gostanian (255) 
Fresno, CA 


“many years, hours 
of work, and money” 


Membership Application i9ay UG} 19s 


Nae 1984/85 MEMRERSHIP UES 


ADDRESS RULK RATE POSTAGE..... $20.00 per year 
CIty, FIPST CLASS POSTAGE...$26,00 per year 
STATE CANADA, FIRST CLASS ONLY. .$26.00 pen year 


HOME PHONE JJA/C) FOREIGN COUNTRIES, FIRST CLASS ATP ONLY, 
$45.00 per year, U.S. FUNDS ONLY 
OFFICE PHONE_(A/C) 


PLEASE NOTF.... 


BULK MATL USUALLY REQUIRES AROUT THREE 
WEEKS FOR DELIVERY. 


NEW MEMBER 
RENEWAL Lue NUMBER 
FIRST CLASS (Tn U.S.) USUALLY TAKES 
| YEAR BUTCK EXACT HOMEL le 
hip 
oie es CANADA AND FOREIGN COUNTRIES VARTES FROM 
THREE DAVS TO ONE WEEK.... 
HOW LONG HAVE YOU OWNED vouR BUTCK: , 
WOULD YOU CONSIDER BEING A MIRECTOR OF THE 37/38 BUICK ous ar 
IF SO...WHAT AREA COULD YOU SERVE BEST? 


AMOUNT ENCLOSED. _ 1937 oe 1936 pucKcus 
3 


AN TOPICS ZA 


I cannot resist sticking my nose [or maybe my neck) into the Leaded-fuel 
conthoversy. Several weeks ago 1 was given a copy of a reply by G. W. Drow, 
Assistant Chie Engineer of Buick, to a Letter on this subject grom a BCA 
chapter. Thés copy is too poor t0 reproduce, but some of Mr. Drew's comments 
are quoted below. 


Almost ate of us, I'm sure, have read something about this. Those of you 
who've read the same Stuss as I’ have will have seen widely-difgering views, 
and strongey-heed opinions. I suspect a lot of it may be exaggerated. To’ hear 
some of the pro-Lead people teke it, one would think any car made in the 1960'S 
on before woukd breathe its last after a few tankfues of no-Lead, due to rapid 
vate war, don't pretend to be an expert, on anything close to one, 


the absence of Lead can protong the Life of 0: Spark plugs 
and exhaust systems. Mr. Drew concludes by sa has taid 

to rest any bility problems" caused by unteaded 
gas. On the that 


"Octane," or the anti-knock quakity of gasotine, is of course a separate 
problem for the "okd car” hobbyist. Many of the hégh-comptession engines of the 
"50's and '60"S won't nun well on anything commonty avactable today. (I ran 
Anko a febkow at a car show who uses hakg regular and half 110-octane aviation 
gas, but he wasn't saying how he gets the fatter.) For 1937 and '38 Buick, 
fortunately, the "octane" problem should not exést. My shop manual says that 
series 40 engines were designed to run on "white gas” (which T assume is a 
1930's team for "no Lead") with an octane rating of 70, and that the Larger 
engines need 75 octane. My car seems to run gine on 87-octane unleaded; however, 
although I'm not much worried about the vatve wear problem, 1 usuatly put in a 
few gatfons of regutar. 


. I suspect that a tot we've seen and heard is as much anti-government 
opinion as anything efse. The automobile, after all, has a special place in 
American Lige, and gor the average car hobbyist, a very speciat place. He is 
not the Least bit interested in having the govi ek him what kind of 
car he ought to have, or how fast he can drive on Interstate 70, on what kind 
2f gas he has to use. In short, government intergering with his cars is about 
the same as government interfering in his bedroom. Tf such a man's home is 
his castte, then so is his car. [I note in passing that other paratlels may 
be drawn between cars and bedrooms.) Your Editon is no fan of modern government 
himset§, by and Large. Certainty, I think, such views are understandable. 


Should we get ake the Lead out, on most of it? I'm stitl undecided 
mysek{, but would probably come down on the side of getting it out, on the 
grounds that the vatve wear problem is not ate that bad, and that Lead is 
highty poisonous stuf{. What do you think? 


MAIL 


September 26, 1984 1937 Buick Limited 
de 


E Cathy Corliss 


BCA exe 
Dear Bill, 


Looking back, my first encounter with a 1937 Buick was in 1947, fresh out 
of high school and on my first full-time job. A co-worker of mine owned 

a 1937 Roadmaster, 4-door sedan, sidemounted. Four of us would eat our lunch 
in the Buick every day and listen to a radio program sponsored by Campbell's 
soup called "Queen for a Day". Perhaps you recall it. Anyway, we drove 

to the Pomona Fair one weekend and I thought it had to be the biggest car 
Thad ever seen. So quiet and fast, to say nothing of the smooth ride, as 
you know. 


‘Thirty years have passed, and I am reading the classified one evening and 
find "For Sale - 1965 Packard, such and such an address". I said to my 

son, "Let's go look at it, there is no such a car." So we did and found 

an early 50's, which we didn't want. The fellow asked if I would be interested 
in a '37 Buick. I said no, but would look at it as long as we were there. 
Well - - ONE LOOK WAS ALL IT TOOK!! 


‘There sat a 1937 Buick Limited 91F, The Buick had a Roadmaster hood, 
therefore, the jerk said to me, “as you can see, it is a Roadmaster", 

and I said "sure is*. He shot a figure at me, and I said "I will let you 
know in two or three days, 0.K.2" Well, we went back for the Buick and had 
it towed home. 


He also gave me Seventy Years of Buick. It didn't take me long to find 
‘out she was a Limited, not a Roadmaster. As you may or may not know, 

Buick only built 158 of these beauties. To this day, I have not found anyone 
else who owns one. To those of you who are not familiar with the model, 

she is six passenger divider window. I would like to hear from anyone who 
has one. I have been looking on and off for six years for parts to complete 
my car, and I think I have it all now. All that is left is the total re- 
storation. 


Last October, a fellow asked me if I would be interested in buying a 1937 
Buick Limited Model 91. Being a glutton for punishment, I bought it. This 
time the Buick was complete, the engine is rebuilt, new radiator, and new 
tires. Needless to say, my work is cut out for me. 


My wife and I are planning to drive to Indiana in 1986 in a Buick caravan. 
We were just married in July and chauffeured in none other than a 1937 Buick 
Model 91, champagne and all, courtesy of Dick and Barbara Jones. Needless 
‘to say, that ride gave me a lot of inspiration. Unfortunately, it takes 

a lot more than that to complete a car. With a little help from my friends, 
I know I will make it. 


’ ach! pipe 
Jack Corliss #279 hg on, yim , Wa 
van the pone 
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MAIL 


517 Ramona Ave. 
Monterey Park, CA 91754 
September 25, 1984 


Dear 8111, 


Congratulations for taking over as club editor and taking the weight 
off Dave. 1 know how demanding it can become on someone who is try- 
ing to shoulder all the responsibility of a club and you stil] have 
to make a living. 1 am director of the Orange County Buick Club this 
year and my wife, Barbara is treasurer. Very fortunately we do have 
alot of help and cooperation from the members, though. We also 
belong to the Los Angeles and San Gabriel Chapters. 


Now about our Buick. It is a 1937, 91 series with the lap robe 
compartment and bar. It fs a strong driver and with exception of 
paint and upholstery is all original. Coming home from the West 
Coast Buick meet it lacked just 4 miles turning over to the 100,000 
mile mark. It has taken 2nd and 3rd place trophies in local shows, 
but being about an '8' doesn't place in the large regional meets. 
We have chauffeured a few weddings including Jack and Cathy Corliss’ 
wedding (37-38 Buick Club #279). The car has a) much pleasure 


as I'm sure most members derive from their Buicks. + 4297 
rea 


Included on the following page is an interesting photo of Dick Jones’ 1937 
modee 91. Compare this with the pictures of Ray Lawson's 1938 90L that appeared 
Last month, and you will see the differences in body styte between the Large 
series cars gor the two years. The 1937 series 90 body retains much of the 
1936 sty£e in the roof Line, windows, and rear deck; in 1938 the Large series 
Buicks caught up with the rest of the styte changes introduced in 1937. As 
many of you probably know, whereas the '37 Specials and Centuries had att- 
Steet bodies for the Serst time, the big cars continued with the composite stect 
and wood body. The '38's certainty Look mone modern, but I think the '37 big 
Buicks have a dignity and formality that makes them very attractive and 
impressive automobiles. Dick's 91 is a medium blue, which 1 would think woutd 
have been an unusual color for a car this size, but which keeps the car from 
Looking too stodgy, Editor's thanks to Dick for sharing his pride and joy with 
us, and fon his good wishes. Yes, I am trying to make a Living, folks, but T 
have figured out that if the Club annual dues were increased to maybe $300 per 
member, T coutd quit my job! I assume there is no interest in such a proposition. 


Z — fee 


DICK JONES (297) 


1937 LIMITED  Six-Passenger Sedan 


SrA sc NNER) 


Agten a year of the Rock Istand Branch Manager saying he knew where some 
old cars were Located 1 catked him about Looking at the cars. At the time we 
were Living in Chécago and the ride to Rock Island was about four hours. My 
wige thought that I was crazy but Little did she know how right she was! T 
drove off into the sunrise in our "big" 1978 Chevy Makibu wagon earty one 
morning just to Look at these old cars. The first stop was at a junkyard in 
Savana, Telinois, This was an auspicious way to start our search. The junkyard 
don had some ofd wrecks but they would have to be shoveted up onto a tracker to 
get them home. We decided to press on to the north country. About six hours 
aut of Rock Istand we entered the thriving town of Black River Falls, Wisconsin. 
Looking at the country and how far we came it seemed that Christ lost his shoes 
én the immediate neighborhood. Going atong a two-tane country road we spotted 
oun first old cars, These were a 1937 Buick Special and a 1937 LaSalle. The 
Buick was a sobid car but was a real number 5, ALE the windows were broken, 
most of the interior was shot and the outside was in various shades of primer, 
The LaSakte, although ate there, was rusty with the genders hak falling off. 
After much negotiation the Buick became mine for the princey sum of $650. 

Next came the Long ride glat-towing it back to Chicago. Two blocks before home 
T passed the kéds’ schook where my wife was dropping off the kids. As I drove 
past my wige saw the car, reakized that I was towing it, and shook her head in 
disbelios. 


T have spent the fast six years restoring the car. Most of the work 1 déd 
mysets starting with chépping about 100 pounds of dint off the underside. It 
seems that it had been driven through the fiekds quite a bit. The front 
Suspension was also a disaster. There were springs attached snom the bottom of 
the réght suspension to the bottom of the Lest side. 1 couldn't figure out why 
they were there since they were deginitety not original equipment. The Branch 
Manager gnom Rock Tstand supplied the simple answer-the sront end was 40 loose 
that someone put the springs on to tighten it up. Well, Live and Learn! When 
I got the car 1 also got the last registration which was 1949. I drained the 
oét in the engine, along with some two quarts of water, and put in new oil, 1 
decided to be adventurous and try to start the engine. After playing with the 
distributor I got some spark. Since the gas tank was missing 1 poured gas down 
the carb rom a cup and Let it rip. The engine started the first time-how 
that for Buick engineering! Aside from the re-chroming, wood graining, engine 
machine work and having the seats and door panets recovered 1 did alt the nest 
of the work. It stile isn't quite finished but at Least 1 am finally driving 
my "new" 1937 Buick. To all you 1937/1938 Buick nuts, keep em robting! ! 


seeeee — MME 


I have great admiration gor people who bring home wrecks and turn them 
back into automobites, and Mike is no exception. 1 have also conjured up in 
my mind a picture of vast stretches of Wisconsin, dotted wéth innumerable 

takes and bogs cut through here and there with chumbling, high-crouned blacktop, 
with hundreds of cars slowly becoming subjects not for restoration, but for 
archaeokogy. What else Lies hidden in the far north? And who is the Branch 
Manager who can Lead us there? Find out the answer to the second question from 
Mike, and go sce for yourset{. Mike sent in a “before” photo, but I concéuded 
that’ it wouldn't print; he has also promised an "akter" photo. Let's hope we 
see it Soon. And Let us hear from Some Wisconsin members: what are you guild 


hiding up there? ff 
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1927 


WIRING HARNESSES 

MANUFACTURED WITH THE FINEST 
MATERIALS AVAILABLE. THE MOST 
AUTHENTIC REPRODUCTION OF G.M. 


WIRE, CONSTRUCTION, AND BRAIDING. 
ALL WITH COMPLETE INSTALLATION 
LISTING. WE HAVE SPECIFICATIONS 


Support Our . 

ADVERT 

(VER 
FOR MOST BUICKS, BUT WE CAN MAKE 

ANY HARNESS THRU 1954 WITH YOUR 


DAVE LEWIS SIGNALS, OPTIONS UPON REQUEST 


RESTORATION ALSO WE HAVE WIRING SUPPLIES 
RESTORATION AND A BRAIDING SERVICE. 
i CATALOG - INFORMATION» $1.00 


q 
Detailed Restoration And Parts For 
AIT937 And 1938 Buick Automobiles 


$825 South Second Street Springfield, llinoks 62703 
2075295290 


Tey 


RUNNINGBOARDS 
RESTORED 
I can now recoat all '37 & '38 
Buick runningboards I do not sell 


covers, but must send me your 
steel to recoi UPS will deliver 
40 and 80 series; 60 and 90 must be 
crated and sent by truck 


Prices: All 40 series - $435.00 


All 60 series - $460.00 
"37 80 series - $650.00 
138 80 series - Inquire 
‘37 90 series - Inquire 
"38 90 series - $850.00 


If I clean and sandblast your steel, 
add $50.00. 


HUNDLEY ACUFF 1423 Wilson Road 
g 3 Rossville, GA 307A 
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CARS FOR SALE 


CAR FOR SALE: 1938 Speciad Modet 41. New master cylinder, wheel 
cytindlexs, Bake shoes Walle ® clock. Wo rust excent on thunk 4loor anid 
bottom of trunk Lid. Burns oif, but runs well. In stonage 1954-1980. 
Unrestored body én very good shape; interior usable but needs work. 98% 
complete: needs map Lens, hub caps & runningboard motdings (presently has 
"37 caps and moldings). Asking $2,200; price negotiable. 


DENNIS FLEEGE (#034) 
1239 N Street, S.W. 
Cedar Rapids, Town 52404 


CAR FOR SALE: 1937 Century Touris 


nestonation of solid, nust- (ree car. 


ng Sedan, Duak sidemounts. Totae 


ny extras including manuals and 


Literature. 1984 AACA First Place Winner. $10,800 on offer. 


JAMES HERNKE 

$43 22151 Beeheim Road 
Waukesha, WI 53186 
414/542-3532 


NEW MEMBERS 


At Anderson (451) 
ROWI, Box 170 W 
Weirton, W 26062 


C. V. Féeested (452) 
9901 - 11th Avenue 
Kenosha, WI 53140 


Richard Rusche (453) 

RR I 

Cathoun, MO 65323 

(Rejoin the Club; wefcome back!) 


Eduard Cabvert (454) 
8844 Andendate Ave. 
San Gabriel, CA 91775 
“38 modek 44 


Landy Brakke (455) 
9635 East Avenue H 
Lancaster, CA 93535 


Jerry Lawrence (456) 
1821 Deep Creek Ct. 
San Jose, CA 95148 
408/274-1635 

1937 modee 41 (6) 


Support Our ADVERTISERS 


Bob’s Automobilia 
RD 2, Box 137 
‘Annandale, Nj 08801 


201-236-2403 


INTERIOR 
RESTORATIONS 

SUPERIOR 
REPRODUCTIONS 


ITEMS OF SPECIAL INTEREST TO 1937 AND 
1938 BUICK RESTORERS, 


GM Script Accessory Locking Gas Cap $30. 
Spark & Rocker Cover Zinc Acorn Nuts 
$1.75ea. Except 80-90 Series, $2/Ea. 
Front Floor Mat, Brown, Reproduced as 
Original. Exact Fit 40-60 Series, Fits 


80-90 Ser. w/Cowl Pad Mod. $150. 

Door Hinge Pin/Bushing Kit. $2. 50Ea, 
Front Engine Support Rubber Pads w/Steel 
Core.$25/Ea. Upper Control Arm Bumpers$5. 
Fisher Body Plates(for Cowl) —$7/Ea. 
Delco/Remy Data Plates. $5/Ea. 

Fr. Fender Parking Light Lens. $17.50/Ea. 
Radio Dial Glass (Silkscreened)$16. 
Clock Glass Face(Silkscreened) $16. 

1937 Glove Boxes - $25 

1938 Map Light Covers - $35 

State Year/Model With Order. Shipping 
is Additional. Our Catalog lists many 
more items, Send $2 or place order. 


TRCHMCAL TIPS and QUESTIONS 


TORQUE WRENCH READINGS 


PouNDs 

womans useD um var 
Of pan drain plug . 390-35 
Lower crankcase -..---- SIS gag - soa 


Flywheel to crankahatt . 
‘Wristpin clamp bolt 
‘Main bearing bolt 
Rocker arm bracket cap screw ... 
‘Timing chain cover ... 

‘Water pump to cylinder . 
‘Connecting rod, Series 40 
Connecting rod, Seren 0, 7,88, 00 
Cylinder head bolt .. 


Spark plugs . vevsesesetes MMM 22-28 
Spark plugs ...-.-++» Sececeees OME 110 
100-110 

15-20 

7 35.80 

20-25 

10415, 

20-25 

Backing plate to rear axle housing ....-.0..ccs0cs+0+ 1/18 3540 
‘Spring seat to rear axle strut rod... 65-70 
Spring seat to rear axle strut rod .. 40-45 
‘Strut rod to atrut rod bracket .. 65-70 
‘Torque tube to differential carrier 60-80 
‘Shock absorber to rear axle brake backing plate ... 65-70 
Shock absorber—rear ..e..+.+++ 45-80 
25-30 

0-65 

45-50 

10-75 

45-80 

Steering knuckle support pinch bolt , 35-40 
Rubber bumper to spring seat—front suxpension - 5.10 
Steering connecting link clamp bolt 35-45 
Steering gear to frame bolt 55-60 
‘Brake anchor aut—front and rear brake 80-90 
Brake whee! cylinder to backing plate . 15-20 
‘Brake drum to rear axle shaft 15-20 


Body bolts <: TAG8 25-30 


NOTE. Dave Lewis suggested I print the above table of torque wrench 
readings, since it is hard to find a€l in one place. This comes from an old 
MOTOR manua£, and is not in the modean "Vintage Car Editio Tell me what 
you'd Like to see in "Technical Tips” and we'll try to do it, or canvass the 


membership for it. 
— file 
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DELCO-REMY CONTROL UNITS 1937 


VIBRATING VOLTAGE REGULATOR 


DESCRIPTION:—These units are composed of a new type Vibrating Voltage Reg- 
lator and a Cutout Relay In a single case Unilke previous units, the volt 
age regulator ig not designed ‘tw control generator voltage on open eircult 
land generator should be operated only when charging a battery. The control 

Unit ‘cover is sealed In place and unauthorized ‘of the seals (nec 

essary to service either Cutout Relay or Voltage Regulator) voids the war- 

Taniy on the unit. See Trouble Shooting Section below for tests which can 

be made without breaking the seals or removing the cover to determine 

whether unit is defective. ‘These units are as standard or special 
equipment on car models as Usted below. ‘Battery ground terminal must be 
positive (Pos) or negative (Neg.) as indicated In table. This 4s important. 

NOTE. ‘To avold changing generator polarity, disconnect lead on ‘F* terminal 

of regulator First and connect this lead Last, To insure correct polarity, connect 

‘GEN’ and "BAT" terminals on regulator together momentarily after all leads 

hhave been connected but before engine is started. 


pulator 
i 


Generators used with this type control unit have a ‘fixed’ or non-adjust- 
able third brush. No regulation of the charging rate is possible except by 
‘banging voltage regulator setting. 

OPERATION:—Two windings are used on the regulator unit. The shunt or fine 
winding i connected at point near the battery (battery side of Cutout 
Relay! and is controlled by the ignition awiteh to preven 
charging through the winding when the car is not being operated, 
tulator is thus actuated by battel 
Dattery) rather than bj 
Brushes). ‘The series oF 


"AS 
battery voltage comes up on charge, the voltage regulator will tend 10 
hold generator voltage constant; rate off to ‘Sinlsh" rate. 


‘TROUBLE SHOOTING: 


1, Generator Not Charging. Operate engine at speed equivalent to 25 
MPH. and ground "F terminal on control unit. If generator charges, ree- 
ulator is defective. If generator does not charge, ground ‘F terminal on 
feneratar. If generator charges, the lead conneciing ‘the “F terminals is 
roken of open-cireuited and should be replaced. if generator does no! 
charge. disconnect the lead on the ‘GEN’ terminal of the control unit and 
flash to ground on engine block If a spark is noted, the regulator or 
cutout relay is defective. If no-spark 18 noted, examine this lead (connect 
"A* terminal on generator and "GEN’ terminal on control unit) before 
disassembling and examining generator. 
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(Continued 


2 Charging Rate Too High or Too Low. This maj 
setting of defective operation of the Voltage 
fulator, connect s variable resistance in 


DELCO-REMY CONTROL UNITS 
VIBRATING VOLTAGE REGULATOR 


tween ‘IGN’ terminal and ground. Take readings with control unit at room 
temperature (10°F) and hot (180°F). ‘To vest, operate engine at speed of 
approximately 25 MPH. or generator speed of 2000-3000 RPM. until reg- 


lator reaches proper temperature, decrease ‘until euiout relay con- 
tacts open, then increase speed to 2000-3000 RPM, holding charging 
current at 8-10 amperes and note reading. See table’ under Adjustment 


Section below for correct voltages. If voltages are correct, high charging 
rate may be caused by a shorted battery or a low charging Tate may be 
Caused by loose connections or « badly sulphated battery. 


Oxidized tor Contacts.To check with regulator on the ear, disconnect 
lead on TON" of regplator, connect ammeter in charging, Une at "BAT" 
terminal. Operate engine at low speed so that charging current Indicated on 


Sinmeter is4-8 amperes, Maintain constant engine speed, ground "F terminal 
Sn regulator, note ammeter reading (wait unthl poincer remaina steady after 
first momentary surge). if ammeter reading is 2 amperes or more greater than 
‘with f° terminal not grounded, contact polst oxiataation ix exceaive. To check 
ith regulator on beach, see that commutator and brushes in good condition, 


Bint fondling nl acon hing ae Sik cae ata 
Es oa tartans 
realy Matty aoe a Mage aR a eens eae 


100 R.P.M, or more, contacts are oxidized and should be cleaned. 

NOTE—Radio by-pass condensers must not be installed on field or “F 
terminals of generator or regulator as these will cause oxidation of contacts, 
Condensers should be removed and contacts examined and resurfaced, 


SERVICING:—If above testa indicate that Voltage Regulator or Cutout Relay 
are defective or that settings are Incorrect, the entire control unit should 
be returned for service. All adjustments outlined below require breaking 
of the seals (volding the warranty) and removing of the control unit cover. 


CUTOUT RELAY ADJUSTMENT:—When the Cutout Relay has a set of auxilary 

‘contacts mounted above the armature for starter solenoid relay cireuit control 

‘or generator charge indicator control, these contacta should be closed with the 

main contacts open, and should open when the main contacts close. All other 
adjustments listed below. 

Air Gap—Hold contacts closed and measure gap between armature and 

coll core with a feeler gauge. Air gap Should be 020°. Adjust by loos- 

gning two screws in armature hinge bracket and moving armature up or 


Contact Gap—Measure gap with armature up stop oF with, upper 


Cut-In Point_Contacts close at 6.5-7.0 volis (6 volt units except 5807, 5814), 
65-1.25 volts (3807, $814), 13-14 volta (12 volt units). 


Cut-out Point—Con with 0 charge © 
ate volta evoie units. hows OPED RD O-S ampere dichares curreRt (74 7 aya 
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VOLTAGE REGULATOR ADJUSTMENT:—Check and adjust mechanical specifica 
‘ons listed below before changing voltage setting. 


Contact Gap—Examine contacts and resurface by dressing Ughtly with 
a fine, fat contact file If oxidised to such an extent that generator per- 
formance Is affected (this may be caused by excessive ing due to low 
spring tension, poor alignment of contacts, etc). Contact metal on small 
contact Is extremely thin and filing should be held to a minimum. Bee 
‘that contacts are aligned and that contact surfaces are square. Check ten- 
sion Of upper contact mounting spring. Spring tension should be 27-35 


ozs, when contacts Just open (measure by means of a scale hooked” 
under contact spring). Adjust by bending contact, spring. alightiy, Check 
contact gap with armature held’ down. 020", Adjust by 
Sending (ower armature stop up. or Gown. Check. clearance between Abre 
bumper and stop with armature up. Clearance should be 010". Adjust by bend~ 
ing upper armature stop. 

Air, Gap-—Check alt gap between armature and cal core with contacts 
closed so that ‘Abre bumper Just touches the contact spring stop. Alr 
Should "be 083. ‘To ‘adjust, Bend contact spring stop. ‘See Voltage Setting 


Section below, ‘ 
VOLTAGE REGULATOR SESTING:. ¥: Resistance (AVE Set)—Re- 
alstance unit should be approximately 25 ohms. Connect resistance and test 
g line At “BAT. terminal on or, disconnect lead at 
jumper betmeen "ION" and ‘BA’ connect 
Sn foe Pea toa nears cent eaea ay a ba 
RPM, adjust resistance so that current is 8-10 amperes. When 
regulator reaches proper temperature, ‘ lator by decreasing speed 


eit 

Gn Ot es Renee strane lof cn 
tet Sina ge oan oe 
a ean ae oe tent ee ae 
ae Seed 
Shabir toy cinasls teertemerteee ans 
Hien d oats ouermenes carry ee cima 
reading. If regulator action not satis! y, adjust as directed below, then 
Sel dren el aooeeraae 

sash sre: Gaga hig She att yn ume 
ture fing lowel braket “up ‘or down o Secrest or increase ‘Une 


Htnsion, ‘Gniy"s' sight: chanee inthe positon of the breckel tioul 
Fequired, Incfease mpring tension (bend Bracket down) to increase regulator 
Yollage. on decrease spring tension toend bracket Upto deefease regulator 


Voltage’ ‘If spring tenon must be ‘decreased. to 8 spre 
Stree with the contacts clomed” change upper contact spring tenalon lightly 
(Go “not exceed limita as. given ‘above of change exp). if 

Inter voltages cannot be-setured cold and hot by adjusiing he armature 
Fring’ tension, the regulator air gap may be changed : 
TRerense. alr gap to increase cold seting, of decrease 

Cold setting with respect to bor setting. 


Control Unit (Blot Voltage 150° F.) 

5897, $588, S591, 5592 1 745-195 
5803 1 128-133 

‘3802 143-1 42144 

5807, 5808, 5812, 5814, $817 755-185, 745-155 

5813 ‘o14 10-14 


Club Decal: $1.00 
postpaid from Editor 
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DELCO-REMY CONTROL UNITS 
VIBRATING VOLTAGE AND VOLTAGE-AND-CURRENT 


‘Standard or Special Equipment on the following car models: 


Pontiae & 38-24DA (1938) _ 
Voltage-and-Current Regulator 
Caditise Vs 38-75 (1938) ___s 102852 ee 
sadebaker Pres, 40 (1938) 1102883 i 


Except for new speeifleations Usted below, thess regulators same as types used 
on corresponding 1937 


decapsosrvone ates oon units to new gap and performance specifications as 
follows: 


Souter Relay 
Gut to Voltage 69-75 volts (S807, S808, S814, $817, 8827, $835), 6.7-1.8 volta 


Contact Gap—020", Alr Gap—020" (contacts closed), 


‘Voltage Regulator 


wn me he ra) 3579 ate oi) 
EES ech hn ce ea re 
tm aa oe 

en vearwacnbs canoer = 
Yala Sting Hi) =15198 ala cig CHM), 1:28 ae ot, se 
Watt ting crac lth et 

Sipe nana ri 
fix oW0 pwc (lng WA oa Ms Seta Sais 


Contact Gap—020~. Contact Spring Tenslon—2.7-3.5 ors, (5807, $808, $814, 8817, 
‘5827, 5836), $5 ozs. minimum (Baia). 

Alr Gap 063° between armature and core (armature held down o that fibre 
‘bumper just touches stop), .010" between fibre bumper and stop (armature up). 


Current Regulater 


Setiing (5818)—26 amperes. 
Contact Gap—020". Contact Spring Tenslon—35 ozs. minimum. 
Pore etapa oeypeenrtey er ret 
Sart a races Cree eras ee 
omricina saree tg oe ner ection (er), 
poy yen f= ations (3) re), these 
isto Gee {ug Hiecricl Bauipment Section aPcle “De 


elee Remy Con 
beating Vol 3 fino “baer ey Co 
Vibraiing Voltage and Current Regulator for nee 


SUNVISORS. John Steed (#132) writes: "T have found a man who plans to 
reproduce gunvisors (interéon] for '37 and '38 GM convertibles. Price is to 
be in the $90 range. His name <s 


Rob Anthier 
Bandy Hitt Road 
Thompson, CT 06277 
203/928-5354 daus 
203/923-9060 nights." 


I have not had a chance to check with Mr. Arthéer on the current status of 
hés project, and suggest you contact him ig you are interested. Thanks to 
John for this information. 


TRANSMISSIONS - 


BUICK TRANSMISSION 
{SECOND TYPE) 


Used On: 
BUICK, SERIES 60, 80, 90 (1936-37) 


NOTE: Design changed slightly for 1937 models as 


‘only as an assembly. 


mesh, synchro-mesh, all helical ear 
Tor low and reverse). Clutch sbatt 
fear mounted on shielded ball bear= 


{pe in ost on stationery snaf wit thrust Suse 
ers at each end. ‘Reverse idler 


‘washer'at each end-oats are engaged by & sliding 
clutch sleeve aplined to the shaft which engages 
hitch teeth inside synchronising cones on atesbd 
speed ‘and mala grits gears 


a 
H 


Consists of two synchroniz. 
ine drums mounted on the ende of three pin gama 
it 
1s centered on 


engage, sya 
chronizing unit then rotates (relative to élutch 
Hleeve) unull cam surtaces on clutch ing engnge 
pin cams. Synchronizing drums are drives Ghrough 
his engagaement untll synchronization Ws eom- 
Pl 


of transmission, remove universal joint (use puller) 
Take out mounting screws and remove rear bei 
retainer. Drive countershaft out toward rear aliow- 
ing counter gear cluster to drop in eae and unmesh 
gears (IMPORTANT—On 1937 models, use Gummy 
shaft, J-101, to drive shaft out leaving this tool In 
counter gear cluster to retain loose rollers until 
shaft re-installed, if this tool not used rollers will 
Srop out when shaft removed)” Reraove rear beaT= 
ing. Remove mainshaft assembly (including 1ow 
speed gear, and synchronizing unit) thrown ton 
opening in’ case. Remove main drive gear bearing 
retalner on front of case, remove bearing snap tint, 
tap clutch shaft and bearing out through rear of 


Mainshaft & Second Speed Gear Assembly:—Syn- 
‘Chronizing unit (including cluteh sleeve) cannot be 
dismantled of serviced ‘except for detent “pring 

Heh are furnished separately) and should be 
lay when assemble 


‘and clutch assembly, mainshaft, and low speed wear 
fare selective fits and are not sold separately. Splines 
faze paint marked to Indicate correct meshing Do 


Second Speed Gear (1936), 


To remove second 


Second Speed Gear (1931), To remove gear, re- 
guore snap ring at front nd rst wader fh 
Tongue w ‘engaged in notch In shat 
(Clangated spline). NOTE“Do not engnte’ thi 
puher tongue in groove whieh extend full length 
Dfmainshaft. This groove wan ol lead 


Main Drive Gear & Clutch Shaft Bearing 
held on shaft by retainer nut and snap 
‘snap ring (1937). Bear 
0007 loose on shaft and 0002" tight to ,001" 
in case, 
Counter Gear Cluster:—On 1937 models, do not re- 
ove gummy shat used ta retaln jose lle bea 
‘Gear until assert 
‘transmission, 


Tose 


in geur cluster Bearing clearance 
Should be [000-0018 (Io tk 
front of counter gear 


stall bronge thrust washer 
bronze and steel thrust washers at rear end ( 
washer Dext to case), Endplay should be \010-.024", 


Reverse Idler Gear:—Clearance on shatt should be 
002-004" (1938), .0027-.0042" (1937). 


JIM ALEXANDRO'S STROMBERG CARB KITS. 


Letter from Jim Atexandro off 


misinterpreted. 


In the August issue appeared a 


ering rebuild kits gor Stromberg carburetors. 
It has come to the Editor's attention that this offer 


as [0% may have) been 


The price of these kits to Club members on an individual 


basis is $35 each plus shipping charges; the "couple of dozen” Lanquage means 


that if one person places 


peopte each buy one, the price ta 
is now clear, 


ach of those people is $24. 


ne order for 24 hits shépped to one Location a 
price of $24 each witt apply to that order. 


1t does NOT mean that if 24 
T tiust this 


BUICK—OLDSMOBILE—PONTIAC 
TRANSMISSION 
BUICK MODELS, 
SERIES 40 (1934-35-34-37) 
‘SERIES 58 (1934-35) 
OLDSMOBILE MODELS 
SU F33 (39), FHMC), BABS (38), F-38 (38), 


EIGHT, L-33 ('32), L-34 (24), L-28 ('35), L-36 (736), 
Lem) 


PONTIAC MODELS 
(LATE '35), 36-264, B (726), 37-26CA, 


EIGHT, 605 (LATE '35), 36-28 ('36), 31-28CA (37) 


NOTE:—This type transmission used on Pontiac 1038 
models beginning with serial numbers as follows: 
‘OIA-GAA-19658,  TOIB-6AB-23423, 605-BAA-26175. 
‘See preceding article for earlier cars, 


‘TYPE:—Constant-mesh, 
helical gears, Main 4 
shaft 


SUX, 2 
‘ 


Synchronizing Unit, Consists of synehrot 
cones formed integraliy with main drive gear 
Hand speed gene, or drums 

loosely on cones by snap janti-ratule 
installed within drum against cone on second 
synchronizer only)” Drums ‘engaged by detent 
springs assembled in splines on h, (under 
sliding sleeve) and cams formed on ends of slid 
Sleeve and are driven by prongs on the drum whic 
engage slots In the sliding sleeve. 


VICING:—Disassembly. Remove cover, interlock 
plates, shifter rails and forks. On Oldsmobile mod- 
ls, loosen universal Joint companion Mange eap- 
Screw. Take out rear retainer screws, rotate retainer 
clockwise to unlock countershaft, drive counter 
shaft out to rear allowing gear cluster to drop and 
lnmesh gears. Pull mainshaft assembly out through. 
ear of case (hold low speed gear which will not 
ass through) Remove main drive gear bearing re. 
Talner (Bulck 40 36-37), remove bearing snap ring 
(under retainer on front of case on Buick 40 36-37, 
in front of gear Inside housing on other models, on 
these models pinch ends of tap to 
free It from sfot in housing), Tap main drive gear 


Mainshaft & Bearing Assembly:—Remove sliding 
‘sleeve and detent springs, disengage synchronizing 


drum ‘and remove drum and anti-rattle 
‘S2rew press shaft out 
and 


Fear, sliding sleeve and main- 
fre aeleciive fit-palnt marked To in- 


Sure correct assembly (line up paint marks), and 
are not sold separately. i 


Main Drive Gear & Clateh Shaft Bearing:—Remove 


high ‘drum by disengaging 
snap 


‘yocnronisin 
(aa antcrattier spring aed with his 


drum), remove bear 


retainer snap ring, washer, 
‘and bearing, On models with bearing retainer nut, 
Temove snap ring and then back off nut (left hand 
thread). Where shielded type bearing used, Install 
Dearing with shielded side toward gear, Press bear- 
ing on shaft using tube against Inner race, drill 
new hole for bearing nut lock ring If old hole does 
not line up. 


Counter Gear Cluster:—When replacing this assem- 
‘bly, see that thrust washers installed at each end, 
Endplay with washers in place should be 016-028" 
(Buick), 011-019 (Pontiac). See that rear retainer 
‘engages notch in cquagershaft to lock it in place 
(use new gasket Tetainer if rotation ta free 
countershaft during disassembly has caused dam- 
age! 


Some good new Technical Tips are in the works, 
but remember please we need YOUR HELP. - 
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UNIVERSAL JOINTS 


BUICK—CADILLAC—1A SALLE 
(OWN MAKES) 
Used On: 


‘CADILLAC MODELS 

Modets 355-8 (1932), 355. 

, Models 370-8 (1852), 330-C (1933) 

V-16, Models 453-8 (1832), 452-C (1933) 
LA SALLE MODELS. 

Models 345-3 (1832), 345-C (1833) 


NOTE: These models have Torgue Tube drivgand have 
singe universal within a ball Rousing atthe Fe 
‘ofthe tranamission, Universal ean be exposed 
faking out ball housing flange bolts and sliding ball 
housing back on shaft 

‘Bulck 40 (1994-35), These models have dowel lock 
pins retaining bushings in yokes Dowel pins should 

‘riven out free bushings All other service data 
below applies 

DESCRIPTION: —Universal has conventional cross or 
‘pier: Special hardened bearing bushings are tne 
falled individually in ends of yokes onthe cross 
fournne Busines are fetained Yo yokes by locking 
figs (yowes are open end type and focking Fins are 
Inserted tn ends to engage bushing and yok 

DISCONNECTING UNIVERSALS:—Rear yoke i inte- 

Fal with stub (aplines) that and Mont yoke 
ited! directly on rear end of transmlasion ma 
shaft (speedometer drive gear is eat on yoke shoul 
er and speedometer drive must be alsassembied 

(ore 


Feat end of bal 


Tote ie removed). Rear ‘axle should be re- 
‘out bolts in to 
housing and 


ue tube flange at 
‘ahaft out of 


stub shaft. If universal is to be removed, special 
Syrench can be inserted throueh opening in splined 
shaft and mounting serew removed from front yoke, 
or universal ean be dismounted, 


SERVICING :—Disassembly_—Remove locking ring from, 


each yoke bushing. Drive out bushings with fat 

nosed punch inserted from opposite side of yoke 

being careful to keep bushing fined up with cross 

Journal so that bearing surface will not be marred 

‘Clearance betw 

mgs should. be 002-008" (40), 

2 (60, 80, 90). Bushing clearance in yoke 

should be .004" 006-. Backlash or clearance of drive 
shaft splines in splineways In unlversal rear yoke 
Should be “001-004 (40), 0015-004" (60, 80, 90) 

Assembly—Tap bushings in place with soft nosed 
hammer, being careful to keep bushings lined up 
so that bearing surface ‘on ‘cross Journals ts not 
marred, Install locking rings, 

UNIVERSAL BALL HOUSING:—Cork oll seal used at 
Fear end of outer retainer. Inner and outer retain- 
ers and universal bail are plated. To. correct 
ool leaks past oll seal, disconnect rear axle, remove 
‘cork oll seal, adjust ball housing by removing shims 

{from between inner and outer retainer until Joint 
can be moved by hand at outer end (if bar must be 
‘used. housing Is too tight), re-install cork seal 
NOTE:—New type oll seal used on 1937 Buick 
models. Consists of Belleville type spring. washer 
and Duprene rubber bonded cork oll se: 


relict dove 


tensed to correct 


the 2 


TUMS#=" 


ACID INDIGESTION 


HEARTBURN...GAS. 
SOUR STOMACH 


Carry TUMS—Get Relief 
5 to 30 Minutes QUICKER 


HERES st ceric. a ntirton 


have adopted the senuble carry Tune idea, 
1 be sure of 


{camry in pocket ut purse. And conta 
‘of your stomach. 
foough of Tums’ antacd compos 
i ateonach acct 
the remainder pasting wn Fees 
‘heee-roll ECONOMY 
all drug stores Carry T 


= SUS 


: 
18 


ig thorough, quick relied 
or gas Tums 


HERE'S THE 
ea 
FAST WAY FROM JAN, 1937 


I know it’s irrelevant, but 
just could not resist! 


Jost 


CLUTCHES 


BUICK (OWN) SINGLE PLATE TYPE 


Used On: 
MODEL 40 (1934-35-36). 
MODEL 50 (1932-33-24-35). 
MODEL 60 (1932-33-34-35-36). 

‘MODELS #0, 90 (1336). 
MODEL 37-40 (1837) 
MODEL 37-60, 80, 90 (19375 

NOTE:—Double plate clutch used on Models 80 (1932- 

38), 90 (193235). See separate article for data 


DESCRIPTION: single plate, dry dise type. Clutch 


springs, 
SERVICING :—Mark all parts before dismantling and 
Dismantling: Bresrure late assembly on arbor 
Esjuridae muta) to take’ presnsre, compress cover 
suentiy, remove adjurting uta ‘release pressure 
slowly, Litt off cover. This ‘all parts for 
inspection. Replace worn parts, ebeck eluted springs. 
Oi weak at burned koe pptags Geter oto) 

ad 00 i882 90) 


lused’ on ‘Model. 40, $0 “ “Twelve 
(4, kroups Of 3) sed on Models do, 60, 90 
hash" ‘springs for 60 "33 marked by daub: of red 
paint, Springs on 80 Identical with 68 for 1988.04.55 
Spring Specifications 
Mi dets caa-as) "Taso 
fo (36-31) 340-180 oe 
sine sie 
b il gulde plow on Felease 
ajusting bolts . 
fusting coer ment Fung ad 


:—Assemble gaug 
Tor each ‘model 


feae Be afte 
oe 
cial ee 
sem 
aye 

i 
gage tex 


43-2088 (see note 


48 

3 ess 

ore on tet @ US aa 

(11/16") installed on top of gauge plate. 

barven natant Se ay 

feet 

Gaiees uoae eee asa a 
ate 


i 


1922-33_—Rivets installed with heads in opposite 
direction alternately around disc (rivet heads In 
outer row In one direction, Inner row oposite) 


3934-35—Spllt type facing laced at Joint, Two 
Hivets Installed on ‘each side of Joint, Rivela in- 


led from one side for one half of dise, and from 
‘opposite side for other halt (heads of rivets nt 
ihelng Joint) 


ter torque on new models). Type used on 
30, ‘an previous type except iiat 
ht ‘has been reduced by samping holes 

ew (ope driven thember ia tnter- 
te with 1998 Models 00, 80, 90 

Long Driven Member 

JOCR-Ct 
“NGF-Cr 
‘Long Model ‘CF clutches for complete 
data on these driven members. 


CHRISTMAS 1S COMING! 


Since the season for gift-giving is approaching, your Editor consulted 
the Club Gift Counseton (Edéton's Wife) as to what sort of gift the spouse of 


@ Buick Bugg might Like. 


foetows: 


The answers, I must tell you, were put a bit 
sétrongty and in terms of what not to do. 


A selection of these commandments 


Do not give your wife a §Loor jack for Christmas. 


Do not give your wife the money to have a ring and bearing job done on 
your eax, on the grounds that she'll enjoy riding in it mone when it runs better 


next summer. 


Do not give your wife 20 yards of taupe mohair and a book on how to restore 


can interiors. 


Above a£l, do not work on your car on Christmas Eve. 


There is one positive commandment: 


Teke you wife that, all things considered, she is dearer to you than the 


car. Do this even if it is not tue. 


QUESTIONS ANSWERED 


... by Dave Lewis 


Question; 1 have a 1938 46C Convertible Coupe that 1 would Like to restore the 
dash for. I have an extra dash srom a sedan that 1 would Like to nestone 
and then change it to my convertible. Wiel it Fét my convertible and wilt 

the windshéekd garnish molding from the sedan work too? 


L.B 4387 


Answer; At first glance I was sure that the dash would work, but the Garnish molding 
woukd not. Upon checking my parts books T found the Dash panel carries a 
different part number for sedans and convertibles. I'm not sure why they 

carry déggerent numbers, but you can bet something is different. The onty way you 

With know for sure is to remove them both and compare. The garnish modings on the 

two cars are different, 40 you will have to use your original srom the convertible 

fon sure. Look your 200 dashes oven carefubly and Tim sure you weet find the diggerence 

to be something very minor that will not cause any bég problem. 


Dave 


Question; what is the connect treatment for the metal shagt on the gear shift handee. 

Mine was austy and I painted <t broun on my 37. Is paint connect, oh were 
they plated? If painted, what is the correct colon? Any diggerence between series and 
yeans? 


Answer; The gear shigt soon shigt handles were all painted with a dark brown color, 
which on the 40 and 60 series cans,atso used the same broun on othen parts 

such as the steering column, Dash ash trays, Degroster ducts,and the Radio Face Plate. 

Tn the §0/90 Series they used the same with the exception of the dash parts which were 

painted with a Faum color. The exact color is cabled Tobacco Broun Metaelic and the 

old Dupont number was #43407. To my knowkedge you can not use the old number, so T 

took an original piece that was not sun bleached, waxed it, and matched it to a current 

paint chép. Not everyone agrees with my choice, but I use Pupont Acrylic Lacquer and 


the paint number is #5103L and I think it Looks Great! 
owe Aut 


Question; Does anyone know of anybody reproducing rocker panels fon 37/38 Coupes? 
1g not, how would you go about makeing them if your old ones are badey 
rusted away? JS. 


Answers Assuming you have the basic ends of each rocker and the middte is rusted 

away, T think T have @ suggestion you might try. In fact I have two suggestions 
to make. The first would be to génd a Local sheet metal shop that you coutd take the car 
to for fitting. Vou shoutd have the runningboards and doors off the car and all rust 
removed from the area. With everything out of the way and everything clean, it is a 
netativeky easy fob gor an experienced metal man to make. This would be the easiest 
and Least expensive route to go. The reason most shops tet you they can't is because 
the car is not prepared as T have Listed and it is extnemty to thy and replace 
tusty sheetmetal and a reat problem with the doors and runningboards in the way. You 
should also remove the seat and any upholstery in that area to allow cutting and welding. 


. lover) 
2 


1f the rust extends into the {Loon area you wile need to remove the body mounting 

botts and raise the body about four inches in onder to faciLitate welding in that 
area. Tn other words, the sheetmetat man will need a clear working space and clean metal 
to weld the new metal to. In majon body panel replacements it is alfunys wise to have 
the car 100% apart and abe surrounding metal sandblasted before you start. 

The second option woud be to cut the complete rusted section gnom the car Leaving 
at Least six inches of good metal around it 40 the basic shape can be copied. After 
nemovae ghom the car the bad section can be shipped to whitepost Restoration in 
Vinginia where they can make you a new rocker useing the old for a pattern. 1 must 
stress...They will need a complete section for a pattern and this would usually 
require you to cut into the cowe and the door post and about 10 inches into the {Loon 
to give them enough to work from. This of course is a majon undertaking and will be 
very expensive compared with my ginst suggestion. It can be done, but you {ust have 
to decide which route you prefer to take. There is no easy way when you get nto 
body panet repéacements,, 


Dave 


MEMBERS PLEASE NOTE....The answers I have given are based on my personal experience and 
books and manuals T have. They may not aff be 1008 connect, but I'm trying. 1f anyone 
woukd bike to add anything to these sections, Please Do, as we would appreciate any 
hetp we can get. Please deff us your adénces’ if you do not agree so we wil be sure 
there are no errors. Please send all questions and éomments to the Club Office and 


Bill ike see that 1 get them, Mh 
Dave Vea 


More Q&A Next Time. But don’t forget, 
the Questions must come from YOU ! 


CIRSPORSULE © SHR CARS FOR SULE 


If anyone is interested there is a 1938 46s for sale in my area. 

I looked at it but it is not all 1938. Sometime in the past it was 
repainted a metallic red. The seats have been redone in brow 
naugahide. The engine number is not too legible and the best thet 
I can tell it is @ 1952 series 70 engine. The 15 inch wheels and 
hub caps are also later model Buick. Probably 1952. It has sealed 
beam conversion. Otherwise the car appears to be mostly original. 
The body is straight and rust free. It needs the bumpers, grille, 
steering wheel,map light cover, etc. He was asking $3000. I would 


some chrome redone and the usual items such as runn ig board 
be willing to get @ telephone number or an address if anyone is 


interested. 
: (od ! Lou Wildt #245 
hanke , Kame | 4036 Modan’ Rd. 
2 Cincinnati, 0. 45245 


ed BA 513-752-1099 


What might have been if Harlow Curtice had tried to save Auburn: 
the World’s only ’37 BUBURN! 


(or maybe AUBICK? ) 


CHADWYCK-HEALEY INC 


Business Office: 623 Martense Avenue, Teaneck, NJ 07666 Telephone: (201) 692-1801 


September 28, 1984 


Edward DePoult 

Unaworld Building 

210 Knickerbocker Road 

Cresskil1, NJ 07626 

Dear Mr, DePoult: 

I have enclosed two photos and the specs on Mr, Chadwyck-Healey's 1937 
Buick Roadster, I also spoke with him about your putting these specs in 
your newsletter--he said that it would be fine with him. 

Please address any further questions to him in care of me, If you would 
like to speak with him, I can have hin call you from England, 

Thank you for your interest, 


Cordially, 
2 


‘Linda A. Fox 
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SPECIFICATION: 


Chassis: 
Engine: 
Body: 


History of Conversion: 


Condition and 


Completeness: 


BUICK ROADSTER 


1937 Buick Century Series 60 No: 3086477 
1941 dual carburettor engine No: 243817 


From scuttle forwards: standard Buick hood and radiator 
Fender and wings: Buick 

Body from scuttle rearwards: 1929 Auburn Speedster 
(including windshield frame) 


Wheels and instruments and outside dummy exhaust pipes 
post-war (probably 1950s) 


For verification of body see Automobile Quarterly Vol.16 
No.1 page 58 which shows an identical body and windscreen 
including the chrome plated bar behind the seats which pulls 
up to form the rear frame for the cloth top. 


With the car came 2 pre-war photographs of it, probably when 
new, showing that it has always had the body it has now. 
The'main difference between then and now is that it original 
had running boards and was painted a dark color. 


I purchased the car in 1983 from a well known English dealer 
who had previously bought it at an auction in Oklahoma. 
Before that it had been owned by aman in Utah and 
originally came from Los Angeles. 


The condition is very good. It is completely rust free and 
the engine starts easily and runs quietly. The gears are 
quiet too. I have purchased but not fitted a new steering 
box and the brake cables need attention. 


In order to carry out a thorough inspection and prepare it 
for complete restoration I had the paint removed down to 
the metal. It has since been sprayed with a primer. It has 
red leather trim but we were going to re-do this as it was 
not weil done. 
In my opinion it would benefit from: 

1) Running boards 

2) New instruments 

3) 1937 Buick wheels 
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Condition and 
Completeness (contd): One front sidelight lens (Buick) and one windscreen wiper 
and motor (Auburn) are missing and need replacing. 


The bright metalwork and rubber grommets are satisfactory 
but need re-doing if the car is to be brought up to concour 
‘standard. 


‘The space behind the seats is accessible. It is carpeted 
and will take a suit case etc. There is no spare whee] 
(or apparent fixing for one) and there is no top or side 
but these could easily be made up. 


The car has a quite extraordinary presence. It attracts 
attention wherever it is on show and is already on the 
books of several film hire companies in the UK who want 
to use it when restoration is complete, 


1 am selling the car because I am already involved in other 
restorations, I am asking $20,000. This price is 
Negotiable in view of the cost of shipping back to the 

USA (which I am prepared. to arrange). 


1 can be contacted in the USA through my office in 
Teaneck NY: 
Mrs Linda Fox (201) 692 1801, during 
office hours. 


If you are interested please let us know. 


T hope you att enjoyed this feature on a very unusual car. The photos 
and information were obtained for us by Ed DePould (#310), who answered an ad 
én the BCA Bugle. When <t att arrived grom Ed in my mack, my wige (who is 
beginning to take mone interest in this publication, perhaps in sel{-degense) 
decided to take a Look. She says she almost throw it out to prevent me grom 
buying the car! Fat chance of that! Unkess my bankers drasticatly revise 
their Loan policy to provide gor no interest and a 40-year payback. If any 
©f you who are flusher with the Long green,on have nicer bankers,. are 
interested in something that wilt absolutely set you apart grom the common 
herd, contact Ms. Fox at the address shown on the Letter to Ed DePouti. 
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PARTS WANTED - PARTS FOR SALE 


WANTED 
Fou 1937 Series 

Two straight 1 
out-0f-Rou 


" wheels. No 
ug holes, please, 


BILL OLSON 

842 Mission Hikes Lane 
Worthington, OH 43085 
614/436-7579 home 
614/687-1440 ofc. 


WANTED 

1938 Series 60 ring and pinion, 

3.9 ratio, part no. 1394388. 

1938 gritle quand in good condition. 


J. A, HAGGLAND (#299) 
P.0. Box 118 

Maiteand 7405 

Republic of South Africa 


WANTED 
Fon 1938 Series 60 - 
Complete vatve train with rocker 
arms, push rods, springs, etc. 
Geass for gender Lights. 


C. MONT MAHONEY (#162) 
3911 Parkview Drive 
Salt Lake City, UT 
801/277-2859 


84124 


WANTED 
Fon 1937 Series 40 - 

Two 16" wheels, hubcaps, trim 
néings and tires (6.50 x 16). wiee 
TRADE two 15” wheels, hubcaps 
(not sure of year), trim rings and 
tines (not wide whites). Will pau 
extra for wide whites. 


DOUG CROLL (#445) 
2989 Greenview Dr. 
Castro Vatfey, CA 
415/582-1199 


94546 


WANTED fon '37 Mode 41 


Runnéngboards with very good meta. 

Runnéngboard mofdings. 

Glove box Lock. 

Rear vent window frame, Lest side, 
with very good metal. 


MIKE ADLER 

7 Gettysburg Drive 
Englishtoun, NJ 07726 
201/536-1478 


FOR SALE 


Reconditioned Detco four-polM voltage 
nequeator, not NOS, don't know how 
wetl it works, $45' shipped in 


continental U.S.(* Comerted trom & pe 


BILL OLSON 

842 Mission Hills Lane 
Worthington, OH 43085 
614/436-7579 


FOR SALE - 1938 


Modek 90 sheet metat: doors; 
near quarters; trunk in rusty 
but restonable condition. 


Series 40 - a gow usable parts 
Legt grom my parts cars; no 
chrome, no glass. 


Buyer must arrange transportation 
of body parts. 


GLENN SEYMOUR 

8 Cedar Street 
Potsdam, NY 13676 
315/265-6985 


Come on, folks, we need MORE PARTS ADS 
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PARTS FOR SALE 


3? Trunk lid ( Sandblasted ) ( Model 41) 50.00 
37 Front doors ( Sandblasted ) ( siodel 41 ) 75.00 set 
37 Trunk lid hold open hinge 5.00 
37 Floor board trans. cover (Special ) 5.00 


37 ‘“Smergence brake handel 5.00 


38 Floor board trans. cover 


Century ) 5.00 


38 License plate light lence & cover 5.00 
38 Right side tail light (No lens ) 10.00 
38 ‘Trunk spare tire mounting braket 5.00 
38 Glove box door 5.00 
38 Pirevall vent 5.00 
38 @mergence brake handel 5.00 
38 Rear fender oblong gravel gaurd 10.00 
38 One running board molding ( Special ) 20.00 
38 Running board brakets ( Century ) or ( Special ) 25,00 set 
38 Rear bumper (Century ) or ( Special ) 40.c0 
38 Brake & clutch pedal ( Century ) ( 4.0.5. ) 25.00 
38 Rear bumper brakets (Century ) or ( Special ) 20.00 
38 Dome light vith lens 10.00 
38 Dome light lens only 5.00 
38 Dash ash trays 10.00 set 
38 Side panels (| Limited )( No louvers ) 30,00 set 
38 Side panels ( Roadmaster )( No louvers ) 30.00 set 
38 Front cowl that holds grill ( Century ) 45.00 
38 Beauty rims ( 16" ) ( Special ) 8,00 each 
38 One parking light base 2.00 
38 One right side tail light base 2.00 
38 Ring that holds the horn button in 5.00 


All prices plus shipping charges 


David A. Bylsma %17 
1731 Od Calvert Ce. 
Severn, MD 21/44 
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1937-38 Buick Club Newsletter Index 


Volume I!, Nos. 1-9 
March 1983 - August 1984 


Commerolal Vendors: 


No. Page(s) Title 

9 9 Carburetor Rebuilt Kits for Stromberg 

5 at Door Sill Source (37-38 

4 3 Floor Mat Stock Sold (37-38) 

‘4 28 Heater Hose Bracket Clamps 

4 19 King Pin Source 

9 20 Parts Source Vendor List 

7 18 Reproduction Plastic for 37-38 

5 18 Rumble t Step Source 

7 20-24 Trico Vacuum Wiper Repair Kits & Installation 
and Diagrams 

General: 

3 27 APO Postal Shipping Guide 

7 28 Article Reprint Service 

7 13 Buick Club Decal Order Information 

8 4 Buick Club Decal Order Information 

5 3-6 First 37-38 Buick National Meet Report 

6 24-26 1938 Buick "Y" Show Car 

4 4-5 "Christmas Story” Buick 

3 22 1937-38 Clothing Pattern Exchange 

3 23 1937 Fashion Plates 

Ke 29 Hall of Fame Nomination: 1937 Century 

2 15-16 Index for Technical Information for “the 37/38 
Buick Club Newsletter 

1 28-29 "Iron Doc's Filings" - Driving Long Distances 

3 26 1938 Phillipines Buick 

3 24 Buick Restoration a Family aetass: 

8 17-18 Setting the Sights on Safet: 

6 16-18 1983 (Vol. I) Subject Tadex for 37/38 Buick 
Club Newsletter 

7 10-24 Brico Vacuum Wiper Kit, Installation & Diagram 


Membership: 


OUFUNNN 


30 Roster # 379-387 
23 1983 Roster # 1 - # 392 (name only) 
2h Roster Numbers Breakdown by state 
25-30 Roster by alphabetical surnam 
29-30 Roster Additions, new ers & late renewals 
28 Roster additions # 403 - 412 
26 Roster additions # 413 - 420 
30 Roster additions # 421 - 432 


Roster address change notification 
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Technical Tips: 


No. Page(s) Title 
8 25-27 AC Electric Gasoline Gauge 
3 10 36/37 Brake Linings on Secondary Shoes 
1 18 Brakes - Finding Parts 
4 18 1938 Buick Chassis Lubrication Chart 
9 10-19 Buick Dealer Service Bulletins (1 Sep 37 to 
15 July 1938) 
1, Differential Diagrams 
2, 1938 Serial ID Numbers 
38 Ji 
8. 1938 Steering Gear to Frame Shim 
9. 1938 Ashtray Alignment & Adjustments 
10, Carburetor Throttle Shaft Sticks 
11, Door Replacements 1937 (40/60 series) 
12, Flywheel Housing Gaskets for 1938 
60/80/90 seri 
13. Clock Crystal Breaking for 1938 
the 1938 Hood Rattle 
1938 Door Glass Binding IN Channel | (80/90) 
8 19-20 1936- 38 Clutch Assembly, 60/80/90 s: 
3 10 1924-37 (Hyatt) piskerentia naerines | epiabenti 
1 26 37-38 Engine Hose C 
1 15 Engine Upgrading 
3 16-18 1937 Buick Factory Up- 
5 20 1938 Buick Factory Bul 
4 2h-25 1938 Factory Maintenence Suggestions 
5 22-24 1938 Factory 7 
7 18 Pump Over! 
8 21-25 Fue Pump fosbing © Trouble Shooting 
5 16 Glove Box Light Switch Repair & Cleaning 
3 12 Hypoid Lubrieabt Effect on Copper Thrust Washers 
5 18 1937-38 Latch Assembly for Convertible Coupes 
7 18 Lower Radiator Hose Replacement for 1937 
8 10 Non-interchange of Special/Century Fenders 
1 4 Palnts - Instructions for Tightening on 1937-36 
4 a9 1937-38 Buick Radiator Identification Numbers 
7 30 Radio-Ignition Interference (1938 - all series) 
6 1h Radio Repair Source 
6 1% Replacing a Radio 
6 22-23 Updating Your 1937-38 Buick Radio 
% 18 1937 Rear Wheel Cylender Interchange 
1 17 Repairing Stainless Moldings Between 37/38 Grills 
1 16 cee erting a Special Rear End to a Century 
1 22-23 pograding @ 1937 Century Rear End 
1 4 153 Service Recommendations at 10,000 miles 
1 15 Sidemount Molding Clip Information 
5 25 1938 Buick 40/60/80/90 Specifications 
2 6 Pin Replacement od 27-36 40 Spindles 
2 20 Steering Whi 
4 20 1938 Technical poe es 
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JOILON 


TECHNICAL TIPS Index from Volume II Con't: 


No. Page(s) Title 

? 18 Throttle Rod Rubber Maintenence on '38's 
2 8 1938 Trunk Board Patterns 

3 1h-15 1938 Buick Turn Signal Installation with 

Disgr for Wiring 

1 26-27 1938 1 Pinstiping & Diogrom 
4 26 Wheel Pinstriping Tool 
4-26-27 Wheel Pinstriping Tips & Diagram 
7 23-24 Winshield Wiper Motor Diagrams 
Proud Owner Feature: 
No. Page(s) Owner 

1 3 Jimmy Haggland #299 

1 13 Mick Whiting BCA #6919 

1 19 George Gerberick #136 

1 2ha25 Framck Wrenick #25 

2 9 Bob Selby #166 

2 10 Glenn Seymour #345 

3 26-27 Ed Doucette #220 

4 5 Ron Know #365 

4 7 Bill Pearcy 28 

4b 24-22 Jim Ful re 

6 2 Hernke 79235 

6 20 ierein Zismerben #377 

6 28 Don Lobner #378 

6 29 Jimny Hageland #299 

7 6 Norm Pyn #94 

7 7 Dick Buteau #1 H 

7 15-17 Jack Sheppard #138 

14 27 Karl F. Anderson #47 

8 6-7 Jon Lee #274 

8 " Harold Peterson #12 

8 13-15 Tom Jones #228 

8 16 Lloyd Botham #387 

9 3m4 Doug Nelson #51 

9 6 Frank Haas #72 


PHOTOS STILL NEEDED. Let us not have this publication devoted wholly to 
print, however useful on entertaining that may be. Pictures, I repeat, make a 
big difference. And Lot us have some peopte in the pictures: members, their 
next of kin, their sriends -- maybe even their dogs, horses, goats, whatever. 
We a&e know’ what '37 and '38 Buicks fook Like, but 1 don't know what most of 
you Look tike. Don't be shy. A bét paunchy, wear bifocals, bald? So is it 
wéth the Editor! The Club < people, and people make the hobby. However much 
we may ‘invest cars with hearts, souls, on guts, and however pleasing to the 
eye, they are, aster abl, only hunks Of inanimate material. Members who go 
back to 1982 wilt remember the bank robbery scene featuring Glenn Preston's 
daughter as "qun-motl." Terrigic. Let's have more Like that. 1 may run it 
again. y 


NOTE. 1 have the printer use an inexpensive het at process on photos, 
rather than metal plates, because the cost is much Less. Lossy beack’ § 
white prints without great contrast between Light and Mandan Sone heat fon 
this. Co£or prints are OK, but again, glossy is much better. 1f I get something 
neatly good, say for a cover photo, I'LL go to the plate process. 
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NOTICE 


7 4/SSI 111 "10 


a31sqn0Id NOLLITAXOD SsTMaaV 
SROEY O1YO ‘worFUNY 10 

“oUer] SII WOISSI 28 

NILATING SMAN TTIS.N dV MS 


